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Specialist Fixing & Tools

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

14 3.7 100

16 3.7 100

19 3.7 100

22 3.7 100

27 3.7 100

32 3.7 100

37 3.7 100

42 3.7 100

47 3.7 100

54 3.7 100

62 3.7 100

72 3.7 100

82 3.7 100

97 3.7 100

Sleeve Anchors

Anchor Dia 
(mm)

Anchor Length
(mm)

Box
Quatity

8 46 / 72 / 98    100  

10 54 / 81  108 50 

12 59 / 74 / 102 25  

16 63 / 107 20  

Threaded Rod

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Hex Nuts

Size Quantity

M6 10  

M8 10

M10 10

M12 10

M16 5

M20 5

Form ‘A’ Washer

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Coupling Nuts

Size Quantity

M6 6

M8 6

M10 6

M12 6

M16 4

M5, M6, M8 Hex Setscrew

Length Quantity

16 200

20 200

25 200

30 200

40 200

50 200

M10, M12 Hex Setscrew

Length Quantity

20 100

25 100

30 100

40 100

50 100

75 100

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

16 3.8 100

19 3.8 100

22 3.8 100

27 3.8 100

32 3.8 100

37 3.8 100

42 3.8 100

47 3.8 100

54 3.8 100

62 3.8 100

72 3.8 100

Hilti Compatible Cartridges

Colour Strength Box
Quatity

Green Low 100

Yellow Low / Medium 100

Red Medium / High 100

Black Extra High 100

Technical Data - Drive In Nail Anchor (Alloy)

Anchor Dia 
(mm)

Anchor 
Length (mm)

Max Fixture 
Thickness

Box 
Quantity

6 30 10 100  

6 40 20 50  

6 50 30 50  

Hilti Compatible 
Cartridges

Stud Anchors

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 25 100

8 28 100

10 36 100

12 45 50

16 54 25

16 54 10

20 74 10

Stud Anchors (Heavy Duty)

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 28 100

8 24 / 32 / 41 / 66 50

10 29 / 34 /37 / 
54 / 67 / 92 50

12 35 / 50 / 52 / 82 / 46 25

16 53 / 55 / 76 20

20 55 5

Threaded studding, set 
screws, nuts and washers 
available in Self Colour, Gal-
vanized and Stainless  Steel 
in both 304 and 316 grades. 

Threaded studding, set screws, nuts and washers
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