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Windposts

Windposts are used to provide stability to masonry panels which may be difficult to justify structurally. The windpost spans verti-
cally between floors and consists of a base connection, post and top connection  (typical examples of base and top connections 
are shown below.) Base and top connections can be designed to suit individual requirements.  The connections are designed to 
offer maximum adjustment incorporating slots and serrated pads/washers where appropriate.

Type 1 Windpost
First slot positioned 

to suit coursing level.
Slots then at 225mm

centres.

Type 1

Type 1 (axbxt)
125 x 70 x 4mm

140 x 70 x 4mm

150 x 70 x 4mm

160 x 80 x 8mm

130 x 70 x 6mm

150 x 80 x 8mm

Type 2

Type 2 (axbxt)
65 x 60 x 4mm

75 x 60 x 4mm

75 x 60 x 5mm

85 x 60 x 5mm

65 x 60 x 5mm

85 x 60 x 4mm

Spandrel Windpost

Bolted or Channel Fixed

1 way Tie 2 way Tie

** Specify Length when ordering ** ** Specify Length when ordering **

Prices for the full range of 
Winposts and accessories 
are available upon request

Typical base connection to Steel, Concrete & Timber
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Remedial Wall Tie Systems

Crack Stiching System

Advantages
• Replacement wall tie
• For securing multiple layers of masonry . 
• For pinning delicate masonry features

Features & Benefits
• Self-tapping, secure, stress-free fixing
• Requires no resin, grout or mechanical expansion 
• Highly economical with Iow installed costs. 
• Slim, one-piece, grade 316 stainless steel tie
• Extremely quick and easy to install
• Effective in bricks, blocks, concrete, hard mortar,	 timber
• Effective in cavity and solid walls and close to edges
• Usable in all weathers, temperatures and environments 
• Great tensile strength. 
• Flexibility accommodates normal building movement
• Multiple drip points prevent cross cavity transfer of water
• Can be installed through insulation
• Leaves masonry virtually unmarked
• Minimal inconvenience to occupants

Features
• One-piece grade 304 or 316 stainless steel tie
• Quick and easy installation
• Four standard lengths for cavities up to 140mm
• Effective in all common building materials
• Rotational flexibility accommodates building movement

Benefits
• Highly economical and effective
• Minimal inconvenience to occupants 
• Leaves building virtually unmarked
• No splitting of bricks or blocks
• Far leaf security of fixing easily tested
• No special tools; ideal for smaller applications
• Multiple drip points prevent transfer of water across cavity

Features & Benefits
• Austenitic stainless steel reinforcing bars
• Fully concealed, non-disruptive repair system
• Cost-effective and more reliable than crack injection methods
• HeliBond cementitious grout is injectable & high compressive strength
• HeliBar rods and grout produce excellent bond strength
• HeliBars combine great axial strength with flexibility . 
• No additional stresses introduced
• Tensile loads redistributed along the masonry
• Masonry remains flexible enough to accommodate building movement
• Minimises chances of the crack developing

Features & Benefits
• Features and Benefits
• Non-shrink thixotropic grout
• Flows easily under pressure to fill voids
• Rapidly develops compressive strength
• Cures within 28 days to reach 80N/mm2
• Ready to mix components for use in hand held applicator

Technical Data
Size (length)

No.8 x 195mm

No.8 x 220mm

No.8 x 245mm

Technical Data
Size (length)

No.6 x 195mm

No.6 x 220mm

No.6 x 245mm

Technical Data
Size (length)

6mm x 1000mm

6mm x 1500mm

Technical Data
1.5 Litre Tub

3.0 Litre Tub

Pointing Gun Kits

Mortar Nozzels

DryFix - Dry Mechanical Pinning & Remedial Tying System

ResiTie - 6mm Remedial Wall Tie with a Resin / Resin Fix
Replacement tie for cavity walls where a resin bond is required at both 
ends of the tie.  Recommended for small jobs requiring 200 ties or less.

Helibar Crack Stitching - Fast, Simple & effective
where cracks are less than 500mm 
from an external corner (A) or 
an opening (B) at least 100mm 
should be bent round the corner 
and bonded into the return wall 
or bent and fixed into the reveal, 
avoiding any DPC membrane.

Cross sections of solid 
wall and cavity wall 
showing Helibar rod in-
stalled.  
Dryfix remedial wall ties 
may be required for ad-
ditional stability

Helibond Grout 
High Performance, injectable, cementitious grout for bonding 
metal components into masonary type substrates.
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Brickwork Coil Mesh Reinforcement

Masonary Reinforcement

Technical Data

Roll Size Width

20m 65mm

20m 115mm

20m 175mm

20m 225mm

20m 305mm

Brickforce - Galvanised

Wire Size Width(s)

3.0mm 60 / 100 / 150  175mm

3.58mm 60 / 100/ 150 / 175mm

4.0mm 60 / 100 / 150 / 175mm

4.5mm 60 / 100 / 150 / 175mm

5.0mm 60  100 / 150 / 175mm

Bricktor - Galvanised

Roll Size Width(s)

25m 65 / 110 / 155 / 180mm

75m 65 / 110 / 155 / 180mm

Bricktor - Stainless Steel

Roll Size Width(s)

25m 65 / 110 / 155 / 180mm

75m 65 / 110 / 155 / 180mm

Brickforce - Stainless Steel

Wire Size Width(s)

3.0mm 60 / 100 / 150  175mm

3.58mm 60 / 100/ 150 / 175mm

4.0mm 60 / 100 / 150 / 175mm

4.5mm 60 / 100 / 150 / 175mm

5.0mm 60  100 / 150 / 175mm

Technical Data

Roll Size Width

20m 65mm

20m 115mm

20m 175mm

20m 225mm

Exmet Galvanised mesh reinforcement for plaster and 
asphalt, over wall chases and for keying smooth surfaces.

Reinforcement for brickwork and blockwork,
increasing the resistance to cracking.

Coil Mesh Galvanised

Brickforce - Masonary Reinforcement

Coil Mesh Stainless Steel

Structural Brickforce is manufactured in 5 diameters, and with this range of sizes it is possible to get closer 
to the optimum solution, thus reducing material costs. This flexibility gives the design Engineer the ability to 
save on other materials. For example, wind posts can be designed out, top rails removed in laterally loaded 
panels and minimum wall widths maintained. Brickforce is manufactured with CARES approval.

Important Notes:

Brickforce Galvanised supplied:
bundles of 25, 2.7m Long

Brickforce Stainless Steel supplied:
bundles of 20 strips, 2.7m long.  

Brickforce is now produced with a 
characteristic tensile strength of 
500 N/mm'.

Bricktor - Masonary Reinforcement

Bricktor is ideal for bonding and strengthening brickwork, blockwork and stone walls. Manufac-
tured from high tensile wire woven into a mesh, the longitudinal wires are in the ideal position 
to take up tensile forces along the wall.  Available in either stainless steel or galvanised finish in 
roll sizes of 25m and 75m, Bricktor lies flat in the bed joint and due to its structure will not try to 
re-curl when unrolled. Safe to handle with no sharp edges, Bricktor is simple to cut and shape 
around corners and wall intersections.

Galvanised Bricktor is for use in internal walls only. For external walls (including inside leaf of 
cavity wall) stainless steel Bricktor must be used.

AMR Reinforcement MeshAncon
B u i l d i n g  P r o d u c t s

AMR - Stainless Steel (2.7m Lengths / 20 per pack)

Wall Size AMR Reference

102mm Brickwork or
100/125mm Blockwork

AMR/S/D3.0/W60
AMR/S/D4.0/W60
AMR/S/D5.0/W60

140mm or 150mm 
Blockwork

AMR/S/D3.0/W100
AMR/S/D4.0/W100
AMR/S/D5.0/W100

190mm or 200mm 
Blockwork

AMR/S/D3.0/W150
AMR/S/D4.0/W150
AMR/S/D5.0/W150

215mm Blockwork
AMR/S/D3.0/W175
AMR/S/D4.0/W175
AMR/S/D5.0/W175

Ancon AMR is used to improve the structural 
performance of masonry walls, in accordance 
with BS5628-2: 2005, by providing additional 
resistance to lateral loads e.g. wind. 

It can also be used to reduce the risk of crack-
ing either at stress concentrations around 
openings or as a result of movement. Ancon 
AMR suits a wide range of structural load 
conditions and wall widths. Also available as 
galvanised.
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Brickwork Masonary Reinforcement

Steel Lintels

Universal Wall Starters

Wall Starter Pack contents

2 no. wall connectors 1.2m long stainless Steel

5 no. Plugs, coach screws and washers

10no. wall connector ties, stainless steel 

Soffit Mesh

Size

30m x 75mm

Galvanised Riblath

Size

2500mm x 600mm

Galvanised Diamondlath

Size

2438mm x 685mm x 26g

Galvanised Riblath

Size

2500mm x 600mm

Galvanised Riblath

Size

2500mm x 700mm

The Stainless Steel Wall Starter System joins 
new walls to existing masonry. Suitable for 
both internal and external brick or block walls, 
the connectors can be slotted together up to a 
maximum of 8 metres or 3 storeys high, from 
60 to 250mm thick.

The pack contains the fixings necessary for a 
single leaf wall up to 2.4m.

Stainless Steel Universal Wall Starter System

Galvanised Riblath

Galvanised Diamondlath

Stainless Steel Riblath

Stainless Steel Diamondlath

Soffit Vent 
A durable corrosion-resistant stainless steel mesh 
used at eaves vents to exclude birds and insects

A key for plastering and ren-
dering rib-lath with its stiffen-
ing ribs provides a good key 
for deeper coatings of plas-
ter or render. As well as be-
ing used for walls rib-lath can 
also be used for partitions and 
ceilings. 

Fixed through the rib sec-
tion with galvanised nails or 
around the rib with galvanised 
staples or tying wire.

A key for plaster on sus-
pended ceilings and walls 
this versatile product can 
also be used to encase 
steel columns and beams 
to assist in fire protection. 

Use internally, fixed with 
galvanised nails, staples or 
tying wire.

A key for plastering and ren-
dering rib-lath with its stiffen-
ing ribs provides a good key 
for deeper coatings of plaster 
or render. As well as being 
used for walls rib-lath can also 
be used for partitions and ceil-
ings. 

Fixed through the rib section 
with Stainless Steel nails or 
around the rib with stainless 
steel staples or tying wire. 

A key for render work exter-
nally or for plaster work inter-
nally where damp conditions 
prevail. 

Fix with stainless steel nails, 
staples or wire or alterna-
tively proprietary polypropyl-
ene anchors to masonry or 
concrete.

The range includes Cavity Wall Lintels, Single Wall Lintels, 
Special Lintels and Lintel Arches.

Cavity Wall Lintels consist of three loading conditions, stand-
ard, heavy duty and extra heavy duty in three cavity widths: 
50-70mm; 75-90mm & 95-110mm. 
Single Wall Lintels consist of internal, angle, channel & inverted 
'T' lintels. 
Special Lintels range consists of Segmental Arch, Radius Arch, 
Venetian Arch, Apex, Bay Window, Flat Top Arch, Corner Lintel, 
Stainless Steel Lintels and any other variation.

Cavity Wall Lintels
Type Ref Cavity Width Length

Standard EX50S 50 - 75mm 750 - 4800mm

EX75S 75 - 90mm 750 - 4800mm

EX95S 95 - 110mm 750 - 4800mm

Heavy Duty EX75H 75 - 90mm 750 - 4200mm

EX95H 95 - 110mm 750 - 4200mm

Extra Heavy Duty EX75XH 75 - 90mm 750 - 2400mm

EX95XH 95 - 110mm 750 - 2400

Single Leaf / Solid Wall Lintels
Type Ref Length

Single Leaf / Solid EXW90A 750 - 2700mm

EXW100C 750 - 3000mm

Expamets large range of standard lintels covers 
the majority of conventional building requirements.
Our Special lintels section provides the designers 
an opportunity to use something out of the ordinary.
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Carpenters Metalwork

Structural Fixings

Standard Joist Hangers

Depth Available Width(s)

100mm 38/50/63/75/100/125/150mm

125mm 38/50/63/75/100/125/150mm

150mm 38/50/63/75/100/125/150mm

175mm 38/50/63/75/100/125/150mm

200mm 38/50/63/75/100/125/150mm

225mm 38/50/63/75/100/125/150mm

250mm 38/50/63/75/100/125/150mm

Speedy Joist Hangers (timber to timber)

Depth Available Width(s)

Standard 
Leg 38/50/63/75/100/125/150mm

Long Leg 
(450mm) 38/50/75/100/150mm

Short 
Leg 38/50/75/100mm

Girder Truss Shoes

Depth Available Width(s)

Standard 38 / 50 / 75mm

Mini Joist Hangers (timber to timber)

Depth Available Width(s)

Standard 38 / 50mm

Truss Clips

Depth Available Width(s)

Standard 38 / 50mm

Herringbone Joist Strut

Available Width(s)

400mm centres

450mm centres

600mm centres

Angle Brackets

Available Size(s)

60mm x 40mm x 60mm

90mm x 90mm x 60mm

150mm x 90mm x 60mm

150mm x 150mm x 60mm

Double Sided Timber Connectors

Available Size(s)

50mm Holed 12mm Bolt

Multi Purpose Fixing Band

Available Size(s)

20mm (w) x 1.0mm (t) Galvansed Coil

20mm (w) x 1.0mm (t) Stainless Coil 

Universal Framing Anchor

Available Size(s)

Left / Right Bend in - Galvansed

Left / Right Bend out - Galvansed

No Bends - Galvansed

Galvanised Restraint Straps

 
Stainless also available

Available Size(s)

30mm x 2.5mm x 1000mm (bent 100mm)

30mm x 5.0mm x 1000mm (bent 100mm)

Restraint Fixing Straps are used for vertical 
and lateral restraint applications. Multi holed 
as standard, with 6mm holes, at 25mm c/c. 
When ordering, please give overall length 
and clearly state number of bends and twists.

Nailing Plates

Available Size(s)

75 x 50 100 x 50 150 x 50

75 x 100 - -

75 x 150 100 x 150 150 x 150

75 x200 100 x 200 150 x 200

Return Flange Joist Hangers

Depth Available Width(s)

100mm 38/50/63/75/100/125/150mm

125mm 38/50/63/75/100/125/150mm

150mm 38/50/63/75/100/125/150mm

175mm 38/50/63/75/100/125/150mm

200mm 38/50/63/75/100/125/150mm

225mm 38/50/63/75/100/125/150mm

250mm 38/50/63/75/100/125/150mm
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Joint Fillers & Firestops

C144 - Cavity Firestop Strip & Blocks

Flametex

Fire Stop Strip

Cavity Fire Stops

Brickfoam

Corofil C144 Cavity Firestops provide firestopping for vertical and horizontal 
construction joints and at the interfac between compartment walls and soffits. 
Tested to BS476 Part 20, Corofil C144 Firestops provide up to 6 hours’ fire 
protection.

Features & Benefits
• Product supplied to suit joint size and profiled decking/sheeting
• Simple Installation
• Smoke seal when used in conjunction with firechechek paint
• Available shrink wrapped to prevent fibre migration
• Good acoustic insulation when installed with a coating of fire check paint
• Unaffected by humidity and moisture 
• Maintenance free

Technical Data
Fire Rating Minimum Widths

1 Hr 75mm

2 Hr 100mm

3 Hr 150mm

4 Hr 175mm

6 Hr 200mm

Technical Data
Size Roll Length

10mm x 100 / 140mm 8.0m

20mm x 100 / 140mm 8.0m

32mm x 100 / 140mm 8.0m

Technical Data
Size Fire Rating

30 x 12mm up to 2 hrs

50 x 12mm up to 6 hrs

Technical Data
Size Fire Rating

30 x 12mm up to 2 hrs

50 x 12mm up to 6 hrs

Technical Data
Size Description

100 x 10mm 2m Strip / 10m Coil

Flametex is a Nitrile compressible movement joint filler manufactured to a Class 
"0" fire rating for use in brick and blockwork. It is ideally suited for use behind intu-
mescent sealants and any situation where fire rated materials are specified.

Tested to BS 476 Pt.6 1989
Tested to BS 476 Pt.7 1987

FIRE STOP STRIP comprises a mineral fibre core faced both 
sides with an intumescent layer. It is used to prevent fire pen-
etration through movement joints and gaps in walls and concrete 
floors for a specified period up to 6 hours. They are manufac-
tured oversize to fit under compression.

CAVITY FIRESTOPS are a mineral fibre block used to 
prevent fire penetration at the junction of compartment 
walls, floors/roofs and at brickwork/blockwork expansion 
joints for a specified period up to 6 hours. They are gener-
ally supplied to fit under slight compression.

1 metre lengths cut to width of brick or block and to suit 
gap between top of wall and soffit.

Brickfoam is a closed cell polyethylene foam for use in 
the construction industry as a joint filler.

It is compressible yet semi rigid, strong and non absorb-
ent. It is resistant to most chemicals and oils, is non-
staining and has high weathering and ozone resistance. 
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Timber Floor Insulation

Roof Insulation

Aluminium Foil Insulation for Suspended Timber Floor Applications
Foil-TecDouble

Can be used with Floorboards or Tongue & Groove floor paneling

Foil-Tec Double is a multi-layer foil laminate, coated with polyethylene to pro-
vide a corrosion resistant insulation system.

Foil-Tec Double is a high-performance material which acts creating a low emis-
sivity air space below the floor, thus reflecting the heat back.

Foil-Tec Double can be applied to enhance ‘U’ values in new build or
refurbished building projects to meet and exceed current Building Regulations

Features & Benefits
• Building Regulations 2000 Approved Document LI, L2 Building Standards Part J. 
• BS EN ISO 6946 Thermal Resistance Calculation Downward Heat Flow. 
• BRE publication ‘Thermal Insulation: Avoiding the risks’. 
• BS EN ISO 13370 - Heat Transfer via The Ground Calculation Method

Features & Benefits
• For Roof Applications
• Light Weight - only 13Kg per roll.
• Low Bulk - 25mm thickness - approximately equivalent to - 270mm Mineral Wool/Fibre
• Tear resistant.
• No special tools required Easily cut with scissors .
• Fix to beams or battens with staple gun.
• No protective clothing/handling required.
• Joints can be sealed with YBS Foil Tape.
• Keeps heat in during winter, keeps heat out during summer.
• Easy to fit - suitable for professional or DIY use.

Technical Specification - Fire Properties Foil face meets Class 1 

Thermal Resistance at 50mm 1.327 M2 K/W 

Environmental CFC & HCFC Free  

Dimensions 

Thickness > 1mm 

Width 1m, 1.5m 

Length 50m roll 

Technical Data

Dimensions 

Thickness 25mm 

Width 1.5m 

Length 10m roll 

Multi-layer Insulation Blanket For use in Roofs
Massive Thermal Insulation in a Thin, Flexible, Multi-layer Membrane

SuperQuilt is a very flexible, easy to fit, multi-
layer insulation that offers tremendous thermal 
benefits. 

Tests have shown that SuperQuilt provides in-
sulation equal to 270 mm of glass wool when 
installed in a pitched roof situation. 

SuperQuilt now has full certification with Local 
Authority Building Control.

How does SuperQuilt Work?
Due to the special composition of multi-layers of insulation SuperQuilt effectively deals with 
all forms of energy transfer (i.e. conduction, convection and radiation). SuperQuilt works 
most effectively by reflecting infra-red radiation. This means that not only is SuperQuilt 
effective in winter, by reflecting heat back into the building and cold out, but also in summer 
Super-Quilt is a very effective solar over heating barrier reducing the need for artificial cool-
ing systems, and preventing uncomfortable heat build up in the roof.
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Insulation Products

Cavity Stop Socks

Vertical Fire & Acoustic DPC

Horizontal Rockfibre Fire and Acousic DPC

Cavity Stop Socks have been developed as thermal 
and acoustic fire stops designed to restrict the spread 
of smoke and flames within external masonry and timber 
frame walls, and to further minimise the effect of flanking 
noise pollution at wall junctions.

Cavity Stop Socks are lengths of low resin, non-com-
bustible, Rockwool mineral wool, sleeved in 50 micron 
polythene for on-site weather protection.

The Vertical Acoustic DPC enables the closing of an 
external cavity at the junction with a party wall, provid-
ing resistance to the spread of flame along the cavity. 
Where a separating party wall meets the external cavity 
wall, building regulations require the use of a mineral 
wool closer for acoustic insulation purposes. 

This product meets the requirement by significantly 
reducing the sound transmission along the cavity. The 
Rockfibre insulation is protected by a damp proof course 
on the external face, therefore satisfying a requirement 
of the National House Building Council (NHBC).

In order to seal off internal and external corners, an L-
shaped acoustic DPC is available, as shown.

The Horizontal Rockfibre DPC has been developed to 
restrict the passage of smoke and flames and to mini-
mize sound transmissions through external cavities at 
separating floor levels which is a requirement of building 
regulations. 

This product meets the requirement by significantly 
reducing the sound transmission along the cavity. The 
Rockfibre insulation is protected by a damp proof course 
on the external face, thus satisfying a requirement of the 
National House Building Council (NHBC).

Technical Data
Cavity 
Size

Dimensions 
(mm)

Lengths 
Supplied

50mm 65 x 65 x 1200mm 1.2m

75mm 90 x 75 x 1200mm 1.2m

85mm 100 x 100 x 1200mm 1.2m

90mm 105 x 100 x 1200mm 1.2m

100mm 120 x 100 x 1200mm 1.2m

115mm 130 x 100 x 1200mm 1.2m

125mm 140 x 100 x 1200mm 1.2m

150mm 165 x 100 x 1200mm 1.2m

TCB Flanged Stop Socks - Timber Applications

50mm 65 x 65 x 1200mm 1.2m

75mm 85 x 85 x 1200mm 1.2m

100mm 110 x 110 x 1200mm 1.2m

115mm 130 x 100 x 1200mm 1.2m

125mm 140 x 100 x 1200mm 1.2m

150mm 165 x 100 x 1200mm 1.2m

Technical Data
Cavity 
Size

Dimensions 
(mm)

Lengths 
Supplied

50mm 50 x 260/340 x 1200mm 1.2m

75mm 90 x 260/340 x 1200mm 1.2m

85mm 85 x 260/340 x 1200mm 1.2m

90mm 90 x 260/340 x 1200mm 1.2m

100mm 100 x 260/340 x 1200mm 1.2m

125mm 125 x 260/340 x 1200mm 1.2m

150mm 150 x 260/340 x 1200mm 1.2m

Technical Data
Cavity 
Size

Dimensions 
(mm)

Lengths 
Supplied

50mm 50 x 260/340 x 1200mm 1.2m

75mm 75 x 260/340 x 1200mm 1.2m

85mm 85 x 260/340 x 1200mm 1.2m

90mm 90 x 260/340 x 1200mm 1.2m

100mm 100 x 260/340 x 1200mm 1.2m

125mm 125 x 260/340 x 1200mm 1.2m

150mm 150 x 260/340 x 1200mm 1.2m

Features & Benefits
• 4 hours fire integrity – Warrington Fire Research test
• Polythene encapsulated cavity stop sock
• Available in standard widths of 65, 90, 100mm, and special cavity widths available 
• Meets the requirements of the Robust Detail, Part B and NHBC Standards
• TCB (flanged stopsock) also available for timber frame applications

Features & Benefits
• Four hours fire integrity - Warrington Fire Research test 
• Meets NHBC acoustic standards 
• Part E compliant 
• Minimises transmission of flanking noise along the cavity of external walls 
• Easily installed as brickwork is constructed 
• Vertical and Horizontal applications 

Features & Benefits
• Four hours fire integrity - Warrington Fire Research test 
• Meets NHBC Acoustic standards 
• Part E compliant 
• Minimises transmission of flanking noise along the cavity of external walls 
• Easily installed as brickwork is constructed 
• Vertical and Horizontal applications 

Cavity Stop Socks are manufactured using Rockwool mineral wool, and have been 
tested at Warrington Fire Research achieving in excess of 4 hours fire integrity.  
The cavity stop sock is noncombustible to BS476: Part 4 1970 (1984) Class 1. 
Surface spread of flame to BS476 Part 7 1987; and Class O to the Building Regulations. 
Rockwool use no CFCs, HCFCs in the manufacturing process.
Thermal conductivity of Rockwool insulation 0.037
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Floor & Wall Boards

Cavity Wall Insulation

Features & Benefits
• Ideal for thermal and acoustic applications
• CFC and HCFC free
• Eliminates the need for a wet screed on concrete floors

Features & Benefits
• U-Value better than 0.45 W/m2K using common medium density 
  concrete block with plaster dry-lined finish.
• This is also suitable for target U-value calculations for New 
  Approved Document L 2002.
• U-Values of 0.35 W/m2K or 0.30 W/m2K using Aircrete Blocks
• 2L2 Super-R Class‘O’ achieves ‘Class O’ fire performance in
  accordance with Approved document B
• Only 60mm cavity width required (75mm for NHBC projects)
• Eliminates water penetration across cavity
• Forms integral insulating DPC at reveals
• Easy installation with specially designed DD140 tested wall ties

Designed to offer both thermal and acoustic insula-
tion for internal walls, helping to improve upon statu-
tory requirements. Rockfibre Lamella Plasterboards 
are suitable for both refurbishment and new build 
projects in the domestic and commercial markets 
where increased thermal and acoustic performance 
is required. 

Designed to provide both thermal and acoustic in-
sulation for both ground and intermediate floors, in 
either new build or refurbishment work. insulated 
chipboard floor boards consist of CFC free extrud-
ed polystyrene bonded on to tongue and grooved 
moisture-resistant chipboard. 

The product has excellent compressive strength 
and eliminates the need for wet screeds in the new 
floor construction and is easy to install.

Rigid Rockfibre slabs are cut into strips and turned through 90 degrees so that 
the fibres lie at right angles to the plasterboard. This gives increased resistance 
to compression of a slab of the same density.

Rockfibre Lamella Thermal and Acoustic Plasterboards

Thermal and Acoustic Insulated Chipboard Flooring

Technical Data
Overall Board 

Thickness (mm) 
Insulation 

Thickness (mm) 
Thermal Resistance 

R Value m²K/W 

29.5 17 0.436 

32.5 20 0.505 

42.5 30 0.732 

52.5 40 0.959 

62.5 50 1.186 

72.5 60 1.414 

87.5 75 1.755 

92.5 80 1.869 

102.5 90 2.095 

Lamella Plasterboard Laminate:
Plasterboard length 2400mm x 1200mm wide x 12.5mm thick.
Plasterboard Conductivity 0.25 W/mk
Insulation: Lamella Rockwool Conductivity 0.044 W/mk

Technical Data

Overall Board 
Thickness 

(mm )

Insulation 
Thickness 

(mm )

Extruded 
Polystyrene 

R Value 
m²K/W 

Expanded 
Polystyrene 

R Value 
m²K/W 

38 20 0.818 0.655 

48 30 1.163 0.918 

58 40 1.508 1.181 

68 50 1.853 1.444 

78 60 2.198 1.708 

88 70 2.542 1.971 

118 100 3.577 2.760 

Alreflex 2L2 Super-R comprises a layer of polyethylene 
bubble sheet laminated on both sides with specially 
coated aluminium foil.  

It is supplied in 50m rolls of widths 1.05m and 1.2m.

This new second generation product provides a major 
improvement in terms of thermal resistance over previ-
ous foil/bubble products, and is available with a Class 
'O' fire rating.
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Floor Covering & protection Boards

Corrugated Protection Boards
Corrugated protection boards are a revolutionary ribbed polypropylene 
extrusion supplied in a variety of strengths and thicknesses. These boards 
offers a range of unique characteristics at a very competitive price. 

Features & Benefits
• Simply and quickly cut, curved and creased.
• Light, easily handled and simple to position and fix.
• Tough and durable. 
• Translucent and coloured.
• Non-toxic, chemical resistant, waterproof and does not stain.
• Available in normal and flame retardant (FR) varieties	

Features & Benefits
• Pyramids cushion against impact
• Manageable roll size - labour saying
• Interlocking joints - anti-slip/anti-trip
• Durable - tear resistant
• Covers large areas fast - less jointing
• Roll form - reduces waste
• Easy to tailor fit - simply cut to shape
• Contains dirt and spillage
• Non staining - no risk of dye leach
• Compact - easy to store
• Translucent - lets light through 
• Flexible - grips most surfaces
• Custom print facility	

Technical Data

Type Size

2mm - Black 2.44 m x 1.22 m

2mm - Translucent (FR) 2.44 m x 1.22 m 

3mm - Translucent (FR) 2.44 m x 1.22 m 
Other grades / thicknesses are available upon request

Technical Data

Type Roll Size Microns

E1 250m2 65

E2 200m2 120

E3 100m2 175

MLS 100m2 65

HLS 100m2 120

6LS-FR 100m2 175

10LS-FR 100m2 300

Technical Data

Size Pipe Dia M/Roll

157 75 210

203 100 210

240 125 210

305 150 210

Technical Data

Roll Width Roll Length

1.37m 75m

Megafilm Temporary Protection Materials - For all interior finishes
Supplied In manageable roll form, Megaflim systems are labour saving alternatives to 
traditional methods of protection.  Megaflim case of fit speeds up the protection process, 
reducing the risk of damage to exposed finishes.

Megaflim's unique pyramid structure provides antislip properties when used on floor 
finishes, and will cushion against impact when used on vertical finishes. Megafilm's flex-
ibility and durability ensures an all round protection system that Is simple to Install.

ANTI-SLIP

Megaflim's unique anti-slip pyramidal structure 
overlaps and Interlocks providing safe, anti trip 
joints.

CONTAINS SPILLS

When used, with pyramids facing down, Mega-
film helps to control fluid spills forming pools, 
thus minimising potential hazards.

Flame Retardant Grades

Megafilm Flame Retardant Protection systems 
are approved & certified to LPS 1207 standard.

Bubble Wrap

Size	 1.5m x 100m

Bubble Wrap

Bubble wrap is used as a low cost 
concrete curing blanket / frost blanket 
and for membrane protection.

Hessian rolls 
are used for the 
protection of 

Hessian

Temporary Downpipe / Layflat Tubing Corrugated Cardboard

Hessian

Size	 1.37m x 46m
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Specialist Fixing & Tools

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

14 3.7 100

16 3.7 100

19 3.7 100

22 3.7 100

27 3.7 100

32 3.7 100

37 3.7 100

42 3.7 100

47 3.7 100

54 3.7 100

62 3.7 100

72 3.7 100

82 3.7 100

97 3.7 100

Sleeve Anchors

Anchor Dia 
(mm)

Anchor Length
(mm)

Box
Quatity

8 46 / 72 / 98    100  

10 54 / 81  108 50 

12 59 / 74 / 102 25  

16 63 / 107 20  

Threaded Rod

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Hex Nuts

Size Quantity

M6 10  

M8 10

M10 10

M12 10

M16 5

M20 5

Form ‘A’ Washer

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Coupling Nuts

Size Quantity

M6 6

M8 6

M10 6

M12 6

M16 4

M5, M6, M8 Hex Setscrew

Length Quantity

16 200

20 200

25 200

30 200

40 200

50 200

M10, M12 Hex Setscrew

Length Quantity

20 100

25 100

30 100

40 100

50 100

75 100

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

16 3.8 100

19 3.8 100

22 3.8 100

27 3.8 100

32 3.8 100

37 3.8 100

42 3.8 100

47 3.8 100

54 3.8 100

62 3.8 100

72 3.8 100

Hilti Compatible Cartridges

Colour Strength Box
Quatity

Green Low 100

Yellow Low / Medium 100

Red Medium / High 100

Black Extra High 100

Technical Data - Drive In Nail Anchor (Alloy)

Anchor Dia 
(mm)

Anchor 
Length (mm)

Max Fixture 
Thickness

Box 
Quantity

6 30 10 100  

6 40 20 50  

6 50 30 50  

Hilti Compatible 
Cartridges

Stud Anchors

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 25 100

8 28 100

10 36 100

12 45 50

16 54 25

16 54 10

20 74 10

Stud Anchors (Heavy Duty)

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 28 100

8 24 / 32 / 41 / 66 50

10 29 / 34 /37 / 
54 / 67 / 92 50

12 35 / 50 / 52 / 82 / 46 25

16 53 / 55 / 76 20

20 55 5

Threaded studding, set 
screws, nuts and washers 
available in Self Colour, Gal-
vanized and Stainless  Steel 
in both 304 and 316 grades. 

Threaded studding, set screws, nuts and washers
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VISQUEEN VAPOUR
B A R R I E R S

Visqueen Vapour Barrier is used to omit the risk of interstitial condensation within 
a structure as well as improving the general airtightness of the building. Visqueen 
Vapour Barrier restricts the passage of warm, moist air from within the building from 
permeating into the structure or the roof.

Visqueen Vapour Barrier should be installed on the "warm" side of the insulated 
structure, with special care being taken to ensure that all seams and holes are 
sealed effectively - thus rendering the whole structure moisture vapour proof and 
improving thermal performance. It is important that Visqueen Vapour Barrier should 
be continuous in order to prevent vapour entering the wall or the roof.

Visqueen Vapour Barrier is manufactured to NHBC standard 
(Clause 6.2) using virgin polyethylene

Technical Data
Dimensions 

Width 2.45m or 4m 

Length 50m 

Thickness 125mu (500guage) 

Weight 14Kg (2.45m), 23Kg (4m) 

Colour Green Tint 

Technical Data
Joint Width s 5mm - 15mm (max 25mm)

Useable Life 45 minutes

Initial Set 2 ½ hours

Yield 14 Litres per 25kg Bag

Meets DpT Specification 2601

Features & Benefits
• General Purpose VCL suitable for preventing condensation 
  which can lower the performance of insulation 
• Suitable for wall and roof applications 
• Vapour resistance greater than 200 MNSG 
• Helps to prevent Mould and Damp Staining 

Tell Tales (Brickwork Monitoring)

Brickwork Pointing Mortar

Brick Admixtures & Cleaning

It is essential that products used for monitoring changes in crack width 
are quality precision instruments. Great reliance is placed on the results 
of the monitoring and the user may be liable if inappropriate remedial 
work is recommended based on the results of imitation products of incon-
sistent quality.

All the Tell-Tale products are the original and genuine crack monitoring 
gauges and are all manufactured to conform to BS EN ISO 9002: 1994.

• Suitable for internal and external use
• Record sheets supplied with each Tell-Tale
• Calibrated in millimetres
• Manufactured in vandal resistant polycarbonate (Plus) or acrylic (Standard)

Manufacturer Product Description Pack Size Yield

BASF
The Chemical Company Febmix

FEBMIX ADMIX is a liquid, air entraining mortar 
plasticiser that replaces lime or supplements in the 
mix and reducesthe amount of water required to 
achieve the desired workability.

5 / 25 / 205 
Litres

FEBMIX is added at 280 to 560 
ml per 100 Kg of cement

Febmix DH

FEBMIX DH is a mortar plasticiser in powder form 
for use as an alternative to lime or as a supplement 
to lime to aid mortar durability. Complies with BS 
4887: Pt1

Sachets
FEBMIX DH is added at the rate 
of 30-60 g per 100 Kg of
cement

ADOMAST
Building Chemicals Limited

Adoclean Acidic Brick Cleaner, concrete surface etcher and 
rust remover. 5 / 25 Litres N/A

EasiPoint Standard is Portland cement based mortar de-
signed to provide a non-shrink, water-resistant gun-injected 
mortar, suitable for all applications involving sound brick-
work or masonry. 

It gives a highly durable finish offering high levels of resist-
ance in exposed situations, including areas subject to wind 
driven rain and sea spay or high level buildings in harsh 
climates.
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