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Specialist Fixing & Tools

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

14 3.7 100

16 3.7 100

19 3.7 100

22 3.7 100

27 3.7 100

32 3.7 100

37 3.7 100

42 3.7 100

47 3.7 100

54 3.7 100

62 3.7 100

72 3.7 100

82 3.7 100

97 3.7 100

Sleeve Anchors

Anchor Dia 
(mm)

Anchor Length
(mm)

Box
Quatity

8 46 / 72 / 98    100  

10 54 / 81  108 50 

12 59 / 74 / 102 25  

16 63 / 107 20  

Threaded Rod

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Hex Nuts

Size Quantity

M6 10  

M8 10

M10 10

M12 10

M16 5

M20 5

Form ‘A’ Washer

Size Quantity

M6 50  

M8 25  

M10 25  

M12 15

M16 10

M20 5

Coupling Nuts

Size Quantity

M6 6

M8 6

M10 6

M12 6

M16 4

M5, M6, M8 Hex Setscrew

Length Quantity

16 200

20 200

25 200

30 200

40 200

50 200

M10, M12 Hex Setscrew

Length Quantity

20 100

25 100

30 100

40 100

50 100

75 100

‘H’ Washered Drive Pins - Hilti DX450

Shank Length 
(mm)

Shank Dia
(mm)

Box
Quatity

16 3.8 100

19 3.8 100

22 3.8 100

27 3.8 100

32 3.8 100

37 3.8 100

42 3.8 100

47 3.8 100

54 3.8 100

62 3.8 100

72 3.8 100

Hilti Compatible Cartridges

Colour Strength Box
Quatity

Green Low 100

Yellow Low / Medium 100

Red Medium / High 100

Black Extra High 100

Technical Data - Drive In Nail Anchor (Alloy)

Anchor Dia 
(mm)

Anchor 
Length (mm)

Max Fixture 
Thickness

Box 
Quantity

6 30 10 100  

6 40 20 50  

6 50 30 50  

Hilti Compatible 
Cartridges

Stud Anchors

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 25 100

8 28 100

10 36 100

12 45 50

16 54 25

16 54 10

20 74 10

Stud Anchors (Heavy Duty)

Anchor Dia 
(mm)

Anchor Length 
(mm)

Box 
Quantity

6 28 100

8 24 / 32 / 41 / 66 50

10 29 / 34 /37 / 
54 / 67 / 92 50

12 35 / 50 / 52 / 82 / 46 25

16 53 / 55 / 76 20

20 55 5

Threaded studding, set 
screws, nuts and washers 
available in Self Colour, Gal-
vanized and Stainless  Steel 
in both 304 and 316 grades. 

Threaded studding, set screws, nuts and washers
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VISQUEEN VAPOUR
B A R R I E R S

Visqueen Vapour Barrier is used to omit the risk of interstitial condensation within 
a structure as well as improving the general airtightness of the building. Visqueen 
Vapour Barrier restricts the passage of warm, moist air from within the building from 
permeating into the structure or the roof.

Visqueen Vapour Barrier should be installed on the "warm" side of the insulated 
structure, with special care being taken to ensure that all seams and holes are 
sealed effectively - thus rendering the whole structure moisture vapour proof and 
improving thermal performance. It is important that Visqueen Vapour Barrier should 
be continuous in order to prevent vapour entering the wall or the roof.

Visqueen Vapour Barrier is manufactured to NHBC standard 
(Clause 6.2) using virgin polyethylene

Technical Data
Dimensions 

Width 2.45m or 4m 

Length 50m 

Thickness 125mu (500guage) 

Weight 14Kg (2.45m), 23Kg (4m) 

Colour Green Tint 

Technical Data
Joint Width s 5mm - 15mm (max 25mm)

Useable Life 45 minutes

Initial Set 2 ½ hours

Yield 14 Litres per 25kg Bag

Meets DpT Specification 2601

Features & Benefits
• General Purpose VCL suitable for preventing condensation 
  which can lower the performance of insulation 
• Suitable for wall and roof applications 
• Vapour resistance greater than 200 MNSG 
• Helps to prevent Mould and Damp Staining 

Tell Tales (Brickwork Monitoring)

Brickwork Pointing Mortar

Brick Admixtures & Cleaning

It is essential that products used for monitoring changes in crack width 
are quality precision instruments. Great reliance is placed on the results 
of the monitoring and the user may be liable if inappropriate remedial 
work is recommended based on the results of imitation products of incon-
sistent quality.

All the Tell-Tale products are the original and genuine crack monitoring 
gauges and are all manufactured to conform to BS EN ISO 9002: 1994.

• Suitable for internal and external use
• Record sheets supplied with each Tell-Tale
• Calibrated in millimetres
• Manufactured in vandal resistant polycarbonate (Plus) or acrylic (Standard)

Manufacturer Product Description Pack Size Yield

BASF
The Chemical Company Febmix

FEBMIX ADMIX is a liquid, air entraining mortar 
plasticiser that replaces lime or supplements in the 
mix and reducesthe amount of water required to 
achieve the desired workability.

5 / 25 / 205 
Litres

FEBMIX is added at 280 to 560 
ml per 100 Kg of cement

Febmix DH

FEBMIX DH is a mortar plasticiser in powder form 
for use as an alternative to lime or as a supplement 
to lime to aid mortar durability. Complies with BS 
4887: Pt1

Sachets
FEBMIX DH is added at the rate 
of 30-60 g per 100 Kg of
cement

ADOMAST
Building Chemicals Limited

Adoclean Acidic Brick Cleaner, concrete surface etcher and 
rust remover. 5 / 25 Litres N/A

EasiPoint Standard is Portland cement based mortar de-
signed to provide a non-shrink, water-resistant gun-injected 
mortar, suitable for all applications involving sound brick-
work or masonry. 

It gives a highly durable finish offering high levels of resist-
ance in exposed situations, including areas subject to wind 
driven rain and sea spay or high level buildings in harsh 
climates.
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Bluebay -  Quality Delivered

Quality Branded Products at Competitive Prices

A Comprehensive Range of Specialist Building Products

Express Delivery - Stock items Next Day

Full Technical Support On-Site or by Telephone

Experienced & Knowledgeable Staff

Quick & Positive Response to All Enquiries

Free On-Site Advice & Design Assistance

Problem Diagnosis & Solutions

Company Owned Vehicle Fleet, Operated by Direct Employees

Collection Point - For a Fast Service to save you money

Structured Partnering Agreements for key customers

www.bluebaybp.co.uk



www.bluebaybp.co.uk

Geosynthetics & Gas Protection Waterproofing Reinforcement Accessories Formwork Products Chemicals & Repair Compounds Brickwork Products

Head Office & Accounts

Bluebay West & Wales

Bluebay Thames Valley

Bluebay London & S.E.

Bluebay North & Scotland

Unit 51 Portmanmoor Road Industrial Estate, Ocean Park, Cardiff CF24 5HB

Unit 51 Portmanmoor Road Industrial Estate, Ocean Park, Cardiff CF24 5HB

Unit 11, Birch, Kembrey Park, Swindon, Wilts, SN2 8UU

Unit 3, Cradock Road, Luton, Bedfordshire, LU4 0JF

Unit 16G, Follingsby Park, Gateshead, Tyne and Wear, NE10 8YF

02920 495555

02920 495555

01793 512299

01582 594007

0191 416 6572

02920 492257

02920 491700

01793 535888

01582 594009

0191 416 8614

enquiries@bluebaybp.co.uk

cardiff@bluebaybp.co.uk

swindon@bluebaybp.co.uk

london@bluebaybp.co.uk

gateshead@bluebaybp.co.uk




